UT39A+

Specifications Range UT39A+ UT39C+
DC voltage (V) 400mV/4V/40V/400V/1000V 1+(0.5%+5) 1(0.5%+5)
AC voltage (V) 4V/40V/400V/750V +(0.8%+3) +(0.8%+3)
40uA/400uA/4mA/40mA/400mA/10A +(0.8%+3)
DC current (A)
400uA/400mA/10A 1(0.8%+3)
40mA/400mA/10A +(1%+2)
AC current (A)
S 4mA/400mA/10A +(1%+2)
4000Q/4000Q/40kQ2/400kQ/4MQ/200MQ 1+(0.8%+2)
Resistance (Q)
4000Q/4000Q/40kQ2/400kQ/4MQ/40MQ +(0.8%+2)
Capacitance (F) 4nF/40nf/400nF/4uF/40uF/400uF/4mF/10mF +(4%+5) +(4%+5)
Frequency (Hz) 10Hz~1MHz +(1%+4)
-40°C~1000°C +(1%-+4)
Temperature
-40°F~1832°F +(1.5%+5)
Features
Display count 4000 4000
Transistor hFE y V
NCV \
Diode V \
Frequency response 40Hz~400Hz v \
Range selection Manual Manual
Continuity test v \
Data hold Y V
Backlight Y y
Low battery indication v \

Auto power off v Y
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