NV PREMIUM BRAND

Iwr?._u__ ZHV Q.NlHN Valve Regulated Sealed Lead-Acid Battery

Dimensions (mm)

151 mm 65 mm

[ = | ,E 2
95 mm 100 mm
L -
— B Specifications © L
— Nominal Voltage 12V
A Rated Capacity (20 hours rate) 7.2Ah
Hoﬁw_ EQ@E 101mm
B . . (with terminals) . ..
Dimensions B Discharge Characteristics
(+ 2mm) Length 151mm
Width 65mm
U Height 93mm
i 13.8
Approx. Weight 2.9 kg o
C Standard F1 126
- Terminal - Z 120
Optional F2 9 114
A m 10.8
‘g Z 102 0.7 -0375A
‘ ‘ B Characteristics S g
10 hour rate (670mA) 6.7AH m 9.0
. 8.4
D Capacity Shourrate  (1.22A) 6.1AH o 2
(25°C) :
— 1 hour rate (4.3A) 43AH 0o 1 2 4 6 810 20 0 6 2 468 1020 40
C ISminrate  (12.8A) 3.2AH () ! ® !
Discharge time
A Internal Resistance Fully charged Battery 25°C >WWH?
D 40°C 102%
Capacity affected 25°C 100%
by temperature .
E (20 hour rate) 0°C 85%
— -15°C 65%
Capacity after 3 ths st 91% : : :
. apacity alter 5 monfhs storage ° B Discharge current & Duration Time
D Self Discharge
(25°C) Capacity after 6 months storage 82% - 30
E 20
- Capacity after 12 months storage 64% e
A Initial Current 2.25A or smaller °
Charge Cyeleuse | control Voltage 14.5to 15.0V (25°C) W 2
E Method 3
S (Constant Initial Current 2.25A or smaller o 2
Voltage) & m 1.5
Standby usef o1 Voltage 13.6 to 13.8V (25°C) &+ 4
5 50
m 40
M 30
B Constant wattage discharge (Watts/battery@25°C) 5 20
EV/CELL| Smin | 10min | 30min | 1H 3H SH 8H 10H 20H 2 10
185V | 1661 | 1309 | 69.1 | 443 20.0 13.4 9.1 7.5 39
5
18ov | 2081 | 1533 | 775 | 473 20.4 13.6 9.1 7.5 4.0 4 o3
100 200 300 500 1 2 3 5 7 10 20
175V | 2160 | 1532 | 794 | 484 219 13.9 9.5 7.8 43 Discharge Current (A)
170v | 231.0 | 1599 | 815 | 504 219 143 9.7 7.9 43
160V | 2531 | 1724 | 844 | s0.6 219 143 9.7 8.2 43

* The above data are average and obtained within three charge/discharge cycles. Cycles not the minimum values.
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