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TECHNICAL PARAMETER
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WinAPEX 8204

6V/60V/1000V +(0.5%+3) | [0.001/0.01/0.1v
6V/60V/750V +(08%+10)| [0.001/0.01/1v 22
60A/600A +(25%+30)] [0.01/0.1A L
60A/600A +(2.5%+30)| [0.01/0.1A s
o . o o EBIBIS.B
20~1000°C || £(L0%+5)<400%(L5%+15)>400°C || 1°C P!
Temperature com n S
0~1832°F +(0.75%+5)<750;+(L5%+15)>750°F | [ 1°F 9 (
6000 +(0.8%+5)| [0.10
(IR 60/60KQ600KQ/6MA | |£(0.8%+3) | [10/100/1000/1kQ
60MQ +(2.5%+3)| | 10kQ

10nF/100nF/1uF/10uF/ +(2 50 10pF/100pF/1nF/10nF
SRR | 00uF 1mF/10mF £(3.5%+20)| | /1007 10F/100F

60mF | [£(5%+3) | |100uF J

Special functions

SEGIELTSAN 1HZz~10mhz TRUE-RMS J @

AC / DC voltage AC/DC current

Auto Range Intelligent identification
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Backlight N,

Diode Output3.0V Data retention R @

Capacitance Resistance Temperature

C Flashlight J

Fire line discrimination J All unit symbol v

176*67*33mm

354¢g @

Zero-fire line Flashlight

EVOOUCS9Ed 5999 55/6
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; 0~40°C
Work environment Relative humidity<809%
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Data retention Auto shutdown

Power battery JAYAYApkl N\ CETNILGEREIEY ~3 seconds each time




